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AIMOL Hydrotech HVLPD 
 

Mineral high viscosity index hydraulic oil with detergent properties 
 
DESCRIPTION 
 

AIMOL Hydrotech HVLPD is a high performance hydraulic fluid, based on the latest base oil and additive 
technology. It is a so called detergent hydraulic fluid and therefore very suitable where miscibility with water is 
required. AIMOL Hydrotech HVLPD is formulated using ashless chemistry, is detergent and will keep systems clean 
while operating. 
 

APPLICATION 
 

AIMOL Hydrotech HVLPD can be used in all available hydraulic applications, as well as light gear boxes and is 
perfectly suitable for general lubrication purposes. It is perfectly suitable for hydraulic systems where water can not 
be drained from the system, or for hydraulic systems used in metal working equipment. The leaking oil will dissolve 

in the metalworking emulsion and does not cause so called “sealing issues” on top of the water based metal working 
fluid. AIMOL Hydrotech HVLPD will also perform excellent in systems operating in a wide range of temperatures or 
extreme pressures, because of the high Viscosity Index. Cleaning of the system while changing from Zn containing 
fluid to ashless is strongly recommended. 
 
BENEFITS 
 

 Excellent anti-wear protection  
 Good anti-oxidation for a long service life 

 Excellent anti-corrosion properties  
 Continues to work in the presence of water (up to 2%) 

 Good compatibility with yellow metals 
 Excellent thermal stability 

 
PERFORMANCE LEVEL 
 

AIMOL Hydrotech HVLPD meets and exceeds the following performance levels/specifications: 
 DIN 51524 part 3 (HVLP) except demulsification 

 

TYPICAL FIGURES 
 

 
 

     
 
 
 

 
 

HEALTH AND SAFETY  
 

AIMOL Hydrotech HVLPD has no adverse health effects provided it is used as directed.  
 

TECHNICAL DATA INFO LINE 
 

Should you require additional information or advice on AIMOL products, please contact us as per the details below. 
 

 
 

 

 

 
 

 

 

 
 

 

Typical figures as indicated may vary per production cycle and can change at manufacturers’ option. Specifications, however, are guaranteed. Because of continuous product 
research and development, the information within this data sheet is subject to change without any notification. Although every effort is made to ensure accurate information, 

A.I.M. bv accepts no liability for any loss or damage suffered caused by the incorrectness and/or incompleteness of this text, and as a result of using this product for any 

application other than explicitly stated in this data sheet.  

Parameter HVLPD 15 HVLPD 32 HVLPD 46 HVLPD 68 HVLPD 150 

Density @ 15 °C kg/m3 0,851 0.864 0,872 0,874 0,884 

Viscosity Index 155 154 154 154 154 

Viscosity @ 40 °C, mm2/s 16 33 47,5 68,8 143 

Viscosity @ 100 °C, mm2/s 4 6,7 8,4 10,7 19,1 

Pour point, °C -42 -39 -36 -30 -27 

Flash point, °C 180 201 217 220 232 


